
PI 1764
For technical personnel only!

Page 1/2

w
w

w.
m

s-
m

ot
or

se
rv

ic
e.

co
m

©
 M

S 
M

ot
or

se
rv

ic
e 

In
te

rn
at

io
na

l G
m

bH
 –

 E
N 

– 
01

/1
8 

(0
12

01
8)

Oil cooler for Volvo/Deutz/RVI engines

Oil coolers can not be cleaned. The dirt 
particles in the fine lamella can not be 
removed completely and – if the old oil 
cooler is reused – often result in engine 
damage or premature wear following 
reconditioning.

Motorservice therefore recommends that 
the oil cooler should always be replaced 
during engine repairs.

All content including pictures and diagrams is subject to change. For assignment and replacement, refer to the current catalogues or systems based on TecAlliance.
* The reference numbers given are for comparison purposes only and must not be used on invoices to the consumer.

Article no.: Manufacturer Vehicle type Engine Ref. no.:

20 1904 12001 Volvo FH / FH12 / FM / FM12
NH12
B12 / B12B / B12M / B12R
Magnum
FAB-17JD / RD / SD / TD

D12 C/D, DH12 C/D,
TAD 1240 GE/1241 GE/1242 GE,
TWD 1240 VE, TAD 1241 VE/1242 VE,
TAD 1250 VE/1251 VE/1252 VE,
DXi 12

20749399
8130186
74 08 130 186

20 1904 12002 Volvo B12
FL12 / FM / FM9

D12 A/B, EDS1, EM-EC01,
TAD 940 GE/941 GE/
940 VE/941 VE/942 VE,
TAD 943 VE/950 VE/951 VE/952 VE

1674072
8149300

20 1904 16000 Volvo FH / FH (4) / FH16 D16 C-A MH/C-A MG/C-B MH,
D16 C-C MH/C-D MH,
TAD 1670 VE/1671 VE/1672 VE,
TAD 1640 GE/1641 GE/1642 GE,
TAD 1650 GE/1651 GE,
TWD 1643 GE/1652 GE/1653 GE/
1663 GE

20700516

20 1922 11000 Volvo
RVI

FH12 / FM / FM (4) / FM12
NH12
B9L / B9R / B9S / B9TL / 
B11R / B12 / B12M
C-Truck / K-Truck / T-Truck
Kerax / Premium

D9 A/B, D11 A/B/C, D12 C,
TAD 940 GE/941 GE,
D11 B3-A MP/B4-A MP,
D9 A2A/A2A MG/A2A/A-MG/A-A/A-B,
D11 A-C/A-D MP/A-D/B1-A MP/B2-A MP,
DXi 11

20729259
8170816
74 20 729 259

20 1922 13000 Volvo
RVI

FH / FH (4) / FM / FM (4)
B13R / A35F
EC380D / EC480D
L150G / L180G
L220G / L250G
C-Truck / T-Truck / K-Truck
Kerax / Magnum

D13 A/B/C/K/F/H,
Dxi 13

20505537
74 20 505 537
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Article no.: Manufacturer Vehicle type Engine Ref. no.:

20 1922 11001 Volvo
RVI

FM / B11R / FM (4)
PREMIUM (BJ. 2005 -)
FM (BJ. 2005 -) / KERAX
MIDR06.23.56B / 41 
04.96

D11 EURO 5,
TAD 1170 VE/1171 VE/1172 VE,
TAD 1140 VE/1141 VE/1142 VE,
TAD 1150 VE/1151 VE/1152 VE,
Dxi 11 EURO 5

21160743
74 21 160 743

20 1905 20122 Deutz
RVI
Volvo

FE / FL II / B7R
RVI MIDLUM
PREMIUM 2 / Agrotron
Vivacity / Avancity

D7 E240,
TAD 550 GE/551 GE,
TAD 750 GE/751 GE/752 GE/753 
GE/754 GE,
TAD 560 VE/561 VE,
TAD 761 VE/762 VE/763 VE/764 
VE/765 VE,
DXi7,
BF 4/6M 2012,
TCD 2013 L06 4V

20794112
21703158
7420794112
7421703158
0490 0206
0491 2105

20 1904 10000 Volvo FL10 / F10 / FM10
N10
B10R

D10 A/B, TD 100 A/AK/AG/B/G/GTD,
TD 101 F/G, TD 102 K/103,
D 120 A/AK,
TD 120 A/AG/AG PP/AK/G/GG PP,
TD 121/122,
TD 1030 VE/V, TWD 1031 VE, 
TAD 1030 VE,
TID 120 FPP/FG

468035
1544501

20 1904 10001 Volvo F Series / B Series THD 101/101 G/102/102 KF,
THD 104 K/103 E Euro 2,
DH 10 A ENG - 63243

397006

20 1904 12000 Volvo B12 / F12 D 120 C/D/E/F/G, TD 122 F,
TAD 1230 G/V/P /1231 GE/1232 GE,
TD 120 G/GG/GG PP,
TD 1210 G/121 GP-87/120 HP-86/121,
TWD 1210 V/1211 V/1230 VE,
TID 120 FPP/120 FG/121 FG,
TID 121 LP/121 LP-87/121 LPB-87

468612
470099


