
            Einbauanweisung /Fitting Instructions    

         BMW 5er, Typ F10 ohne Dynamic Drive, 2WD  - HR02-33894               
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Stabilisatorsatz 33894-1 und Stabilisator 33894VA     
 

Warnung:  Nichtbeachtung dieser Einbauanweisung kann zu Schäden am Fahrzeug und zu 
Personenschäden führen. In diesem Fall weist H&R jegliche Verantwortung zurück. 
 

Vorderachse 
• Der Verbau erfolgt entsprechend beiliegender Einbauanweisung.  
• Für eine ausreichende Freigängigkeit des Stabilisators, ist der Kunststoff der 

Unterbodenschutzbefestigung entsprechend dem Bild auszuschneiden. 
 
Hinterachse 

• Der Verbau erfolgt analog zum Serienstabilisator.  
                                                                             

  
Bild / pic.                1.)           2.)                  

 
Sway bar set 33894-1 and sway bar 33894VA 

 
Warning:  Any non-observance of these fitting  instructions might lead to damage of the car and 
injury of persons. In this case H&R rejects any responsibility.                                               
 
 
Front axle 

• For installation refer to the co-packed fitting instructions. 
• To ensure sufficient clearance of the stabilizer, the plastic of the underbody protection fixing 

must be cut according to the picture. 
 
Rear axle 

• For installation refer to the vehicle manufacturer´s handbook. 


