
TECHNICAL  DATA SHEET

Product Type 0W-20  SYNTHETIC LOW SAPS MOTOR OIL

Product Code N247

Description

Benefits

· Low speed pre-ignition prevention

· Excellent fuel efficiency

· Ensures consistent lubricant performance over extended drain intervals

· Compatible with petrol particulate filters

· Outstanding turbocharger protection

Specifications

Always check the owner’s manual for the correct oil specification to use.

· ACEA C5

·  API SP, SN PLUS, SN-RC

· ILSAC GF-6A

·  BMW LONGLIFE-17 FE+, LONGLIFE-14 FE+

·  CHRYSLER MS-12145

·  FIAT 9.55535-GSX

·  FORD WSS-M2C947-B1

·  JAGUAR LAND ROVER STJLR.03.5006

·  MERCEDES-BENZ MB-229.72, MB-229.71

·  OPEL / VAUXHALL OV0401547
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NAPA GM 0W-20 ECO LS is a new generation  synthetic, low SAPS, fuel economy engine oil designed for 

use in a variety of modern petrol and diesel engine applications. It provides Low Speed Pre-Ignition (LSPI) 

protection and delivers significant levels of fuel economy in the latest OEM tests.
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Typical Properties

Health and Safety
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A safety data sheet is available on request.
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Value

This product is not likely to present any significant health or safety hazards when properly used in the 

recommended application and good standards of personal hygiene are maintained.
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SAE Viscosity Grade

Viscosity @ 100°C

Viscosity @ 40°C mm2/s

-

mPa.s

DEVELOPED BY VALVOLINE™

Take used oil to an authorized collection point. Comply with local regulations. Do not discharge into drains, 

soil or water.

 GM 0W-20 ECO LS 

Viscosity Index

Viscosity @-30°C

Total Base Number

Pour Point

Specific Gravity @15.6°C

SAE J300

ASTM D-445

ASTM D-445

ASTM D-2270

8,0


