
TECHNICAL  DATA SHEET

Product Type  MULTI-VEHICLE ATF 

Product Code N324

Description

Benefits

· Extended fluid life

· Exceptional oxidation resistance

· Proven anti-wear performance

· Fuel saving benefits

· Excellent sludge and varnish control

· Optimised frictional characteristics

· Outstanding low temperature fluidity

Specifications

Always check the owner’s manual for the correct oil specification to use.

· Aisin Warner AW-1, JWS 3324

· Volkswagen TL 052 162-Z (G060 162), G 055 005, G055 162, G055 540, G052 540

· Bentle PY112995PA

· BMW 83 220 142 516, 83 222 152 426, 83 227 542 290, 83 222 289 720

· Fiat 9.55550-AV5

· GM Dexron IIIG

· Honda DW-1, Honda type 3

· Hyundai / Kia SP-IV, SPH-IV, SP-IV RR, NWS 9638

· Jaguar ATF LT71141

· Jaso 1A-LV

· Mitsubishi ATF-J3, ATF-PA, SP-IV

· Nissan Matic S, Matic W

· Toyota WS (JWS 3324)

· Mercedes-Benz MB-236.12, 236.14, 236.15, 236.16, 236.17, 236.41
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Recommended for use in many of the latest passenger car automatic transmissions, including 7,8 & 9 speed units 

produced by ZF and modern Mercedes-Benz auto transmissions.
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Typical Properties

Health and Safety
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DEVELOPED BY VALVOLINE™

Take used oil to an authorized collection point. Comply with local regulations. Do not discharge into drains, soil or 

water.

AUTO-TRANS NGT 

Viscosity Index

Viscosity @ -40⁰C

Pour Point

Specific gravity

Flash Point

Visual

ASTM D-445

ASTM D-445

ASTM D-2270

5,8

28

160

9773

Color

Viscosity @ 100⁰C

Viscosity @ 40⁰C mm2/s

-

mPa.s

Test Method Unit

A safety data sheet is available on request.

Disposal

ASTM D-5294

ASTM D-664

ASTM D-4052

ASTM D-92

-

mm2/s

Value

This product is not likely to present any significant health or safety hazards when properly used in the 

recommended application and good standards of personal hygiene are maintained.
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